
Leys Avenue

Arbury Road

A
rbury C

ourt 
P

lay A
rea

Leys Avenue

Arbury Road

A
rbury C

ourt 
P

lay A
rea

Leys Avenue

Arbury Road

A
rbury C

ourt 
P

lay A
rea

2.5m
 w

idth

T
re

e to b
e

 p
la

nte
d

 a
t nu

rsery p
la

ntin
g

 
leve

l

T
re

e
ga

to
r slow

 rele
a

se w
a

tering
 syste

m
. 

S
ecu

rely fixed
 aro

un
d

 tru
nk, all to

 
m

a
n

ufa
cutu

ers instructio
ns.

4
N

o. 1
00

m
m

 dia
. T

im
be

r S
ta

kes, 1
.2

m
 

hig
h

 m
in

im
u

m
 a

bo
ve

 g
rou

n
d, to crea

te a
 

pro
te

ctive ca
ge

. 

T
ree

 stakes to be
 driven firm

ly into 
u

nd
istu

rb
ed

 g
ro

un
d

B
ackfill w

ith excavated pit so
ils, 

com
p

actin
g g

en
tly in 1

5
0m

m
 lifts. T

op
 

w
ith 50m

m
 of w

oodch
ip m

u
lch.

2
nr. ad

ju
sta

b
le rub

b
er ties w

ith sp
a

ce
rs 

se
cu

rely fixed
 to 2

 of th
e  p

osts th
a

t 
m

a
ke

 u
p

 th
e

 ca
g

e.

1
00

0
m

m

T
im

be
r b

ra
cin

g cross ba
rs.

1
20

0m
m

12
0

0m
m

 x 12
0

0m
m

 x 10
0

0m
 tre

e p
it. 

S
id

e
s a

n
d b

otto
m

 o
f p

it to
 b

e scarifie
d 

prior to
 back filling. 

1
4

-1
6

cm
 girth

 tree
 a

s p
e

r p
lan

 

1
.2

m
 h

ig
h sp

lit b
a

m
b

o
o scre

e
nin

g
 

w
rap

p
ed

 aro
un

d
 trun

k an
d

 se
cu

re
d w

ith
 

cab
le

 tie
s.

P
roposed low

 knee 
rail/fence - 'A

scot rail' 

P
 L

 A
 N

  1:    E
 X

 I S
 T

 I N
 G

  F
 E

 A
 T

 U
 R

 E
 S

 - S
 C

 A
 L

 E
  1 : 500  

K
 E

 Y
:  

N

Indicative site area 

E
xisting buildings  

E
xisting pedestrian 

route 

E
xisting play area 

E
xisting vehicular 

surface

E
xisting lam

p colum
n 

E
xisting statutory 

service structure 

E
xisting trees 

(approxim
ate position)

E
xisting hedgerow

 

E
xisting grass areas 

P
roposed new

 
retaining edge  

P
roposed surfacing to 

existing pedestrian route

P
roposed edging 

L
 O

 C
 A

 T
 I O

 N
   P

 L
 A

 N
  -  S

 C
 A

 L
 E

  1 : 1 2 5 0  

N

Indicative site 
area 

A
reas of 

existing 
grass in 
park to be 
reinstated 
follow

ing 
im

plem
entation

P
roposed 

concrete 
retaining edge 
to be installed to 
allow

 existing 
path to be raised 
to level of 
adjacent park - 
cross fall 
tow

ards park

F
all of 1:40 tow

ards park

E
xisting footpath 

to be raised to 
level of adjacent 
park,  
re-surfaced w

ith 
new

 edging 
added

P
roposed root 

barriers

P
roposed tree 

planting  

P
roposed shrub 

planting

A
1 

0
100

10

P
L

A
N

T
 S

C
H

E
D

U
L

E
:

T
rees

Q
ty    

B
otanical N

am
e

G
irth      

H
eight cm

   
R

oot Z
one

2
P

runus serrulata 'S
hirotae' 

14-16
425-600

C
ontainer

1
A

cer pensylvanicum
14-16     

425-600
C

ontainer
2

S
orbus torm

inalis
14-16     

425-600
C

ontainer
2

P
runus 'S

hirofugen'
14-16     

425-600
C

ontainer
1

A
cer griseum

14-16     
425-600

C
ontainer

1
D

avidia involucrate
14-16     

425-600
C

ontainer
2

P
runus 'T

ai haku'
14-16     

425-600
C

ontainer

In
stan

t H
ed

g
e

Length
S

pecification
H

eight
R

oot
170 LM

E
lveden N

ative M
ix Instant H

edge
1.2M

trench  
(note: supplied in 2.4m

 lengths.  A
llow

 for tw
o m

inim
um

 2m
 w

ide gaps along the length of the hedge)

S
h

ru
b

s
Q

ty    
B

otanical N
am

e      H
eight cm

   R
oot 

S
pecification       

N
o. /m

² 

104
V

inca m
inor 

20-30
3L

S
everal shoots; 3 brks

     4
7

C
orylus avellana

40-60
bare root

1+
1; 

branched
as draw

n

K
ey:  

brks   =
 M

inim
um

 no. of breaks or shoots 
L        =

 C
ontainer in litres

B
ased upon O

rdnance S
urvey m

aterial w
ith the perm

ission of the 
controller of H

er M
ajesty's S

tationery O
ffice ©

 C
row

n 
C

opyright.  U
nauthorised reproduction infringes copyright and 

m
ay lead to prosecution.  C

am
bridgeshire C

ounty C
ouncil  

100023205 (2011)

A
1

A
R

B
U

R
Y

 R
O

A
D

 P
L

A
Y

 A
R

E
A

 

A
R

B
U

R
Y

 R
O

A
D

L
A

N
D

S
C

A
P

E
 P

R
O

P
O

S
A

L
S

 
S

H
E

E
T

 001

7/6/18
001

O
R

IG
IN

A
L 

V
K

N
O

T
E

S
:

1.  E
xisting services have not been show

n in the proposed design and the contractor should refer to the stats docum
ents and 

conduct investigation w
ork prior to beginning any excavations.

2.  A
ny w

ork to root structure of tree w
ithin 1m

 of m
ain stem

 to be overseen and approved by the Local A
uthority in accordance w

ith
 

N
JU

G
 G

uidelines for the P
lanning, Installation and M

aintenance of U
tility A

pparatus in P
roxim

ity to T
rees, V

ol. 4, Issue 2.
A

ll root 
pruning of roots over 25m

m
 to be approved by the Local A

uthority.  B
efore any w

ork occurring on site at existing tree locations 
com

m
ences prior coordination w

ith C
am

bridge C
ity C

ouncil's arboriculture team
 is required to ensure attendance on site during 

construction period is scheduled and prioritised.

3.  T
he final location of any proposed trees is to be agreed on site w

ith the contractor, C
am

bridge C
ity C

ouncil's arboriculture team
 

and C
am

bridge C
ounty C

ouncil.

4.  E
nsure that all persons, including direct labour and contractors, to w

ork on site follow
 the requirem

ents of the H
S

E
 G

uidance 
N

otes H
S

G
47 'A

voiding D
anger from

 U
nderground S

ervices'.  In line w
ith this guidance, verify and establish the actual position of 

m
ains, pipes, cables, services and other apparatus on site before any activities are undertaken.

V
K

C
C

C
/A

R
/LA

R
C

H
/001

T
IT

LE
:

S
IT

E
:

P
R

O
JE

C
T

:

G
479

C
C

C
/A

R
/LA

R
C

H
/001

7/6/18
H

C
/B

E
1:500@

A
1

E
xisting trees to be 

rem
oved 

N

E
xisting sections of 

hedgerow
 to be rem

oved 

E
xisting footpath to be 

re-aligned

1no. S
orbus torm

inalis

2no. P
runus 'S

hirofugen'

1no. A
cer griseum

1no. D
avidia involucrate

2no.  P
runus 'T

ai haku'

E
xisting hedgerow

 and 
fence to be rem

oved 

2no. P
runus serrulata 

'S
hirotae'

T
 R

 E
 E

   P
 I T

  D
 E

 T
 A

 I L
  -  S

 C
 A

 L
 E

  1 : 50  

1no. A
cer pensylvanicum

S
 E

 C
 T

 I O
 N

   T
 H

 R
 O

 U
 G

 H
  F

 O
 O

 T
 P

 A
 T

 H
 -  S

 C
 A

 L
 E

  1 : 50  

E
dging to 

be 
200x200m

m
 

sq. T
egula 

blocks in 
C

harcoal 
G

rey or 
sim

ilar 
approved 

E
xisting footpath to be 

raised to level of park and 
re-surfaced w

ith new
 

edging

104no. V
inca m

inor

P
 L

 A
 N

  2:    P
 R

 O
 P

 O
 S

 E
 D

   F
 E

 A
 T

 U
 R

 E
 S

 - S
 C

 A
 L

 E
  1 : 500  

170 lm
 of new

 instant 
hedging to be installed at 
1.2m

 high and m
aintained 

to 1.2m

P
roposed new

 instant 
hedging

N
ew

 1.2m
 

high Instant 
H

edge

2m
 gap to hedge planting (exact

position to be determ
ined on site)

2m
 gap to hedge planting (exact

position to be determ
ined on site)

A
rea of existing grass to be 

m
aintained as long grass

P
roposed new

 stag beetle hibernacula. R
efer to 

https://ptes.org/w
p-content/uploads/2016/ 

11/B
uild-a-log-pile-for-stag-beetles.pdf for details of 

creating one from
 site w

on tim
ber.

S
chw

egler 1B
 bird box m

ounted 
in tree; 26m

m
 round hole, brow

n

S
chw

egler 1B
 bird box m

ounted 
in tree; 32m

m
 round hole, brow

n

P
roposed hazel coppice.  7no hazel w

hips notch 
planted in area to be m

aintained as long grass.  
S

upply and install tube shelters for protection.

1no. S
orbus torm

inalis

4/1/19
002

T
ree species, hedge addition, ecology 

im
provem

ents.
V

K


